
  

 

 

 

 

 

 

 

 

 

 

 

Materials: 

Cabinet:  18-8, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin-finish. 

Flange: 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin-finish. Drawn, one-piece, seamless construction.  

Door: 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin-finish. Drawn, one-piece, seamless construction.  

Paper Towel Dispenser: 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Rounded towel tray has hemmed opening to dispense paper 

towels without tearing. Capacity: 350 C-fold or 475 multifold paper towels. 

Waste Receptacle: 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin-finish. Formed, one-piece, seamless construction. Waste receptacle shall have 

a formed, one-piece, seamless, removable front panel with top edge hemmed for safe handling. Capacity: 3.0-gal. (11.3-L). 

Operation: 

Paper towel dispenser will dispense C-fold or multifold paper towels without adjustment or use of adapters. Cable door-swing limiter prevents damage to 

washroom accessories and walls. Load paper in towel tray, and then pull one sheet of paper towel over the TowelMate towel rod and out to conceal rod and 

start dispense. To insert disposable trash liner, lift LinerMate bag holder up and forward and rest over edge of waste receptacle front panel with the bottom 

notches of LinerMate engaged on top front edge of receptacle. Place disposable trash liner inside LinerMate and fold disposable trash liner over LinerMate 

sleeve. Tie a knot in the corner of the disposable trash liner, then place LinerMate with disposable trash liner back into receptacle. To empty, gather disposable 

trash liner from LinerMate trash liner holder sleeve and lift bag up. Front of waste receptacle panel is removable for cleaning cabinet interior. 

Installation:  

Provide framed rough wall opening 12 1/4" wide x 26 1/4” high (311 x 667mm). Minimum recessed depth required to finish face of wall is 4" (102mm). 

Allow clearance for construction features that may protrude into rough wall opening from opposite wall. Coordinate with mechanical engineer to avoid 

pipes, vents, and conduits. If unit projects above top of wainscot, provide aluminum channel or other filler to eliminate gap between flange and finish face 

of wall. Mount unit in wall opening with shims between framing and cabinet as necessary, then secure unit with (4) #8 x 1-1/4" wood screws 

Specification: 

Recessed paper towel dispenser and waste receptacle shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have satin-finish. 

Flange shall be drawn, one-piece, seamless construction. Paper towel dispenser door shall be drawn, one-piece, seamless construction; secured to cabinet 

with a full length stainless steel piano-hinge; and equipped with a flush tumbler lock keyed like other General Partitions washroom accessories. Paper towel 

dispenser shall dispense 350 C-fold or 475 multifold paper towels. Waste receptacle shall have a formed, one-piece, seamless, removable front panel with 

top edge hemmed. Capacity of waste receptacle shall be 2.0 gallons (7.6 L). 

 

Recessed Paper Towel Dispenser & Waste Receptacle shall be model GP-203 from General Partitions Mfg., Corp. Erie, Pennsylvania 
General Partitions Mfg. Corp. 1702 Peninsula Dr. Erie, PA 16505 814-833-1154 www.generalpartitions.com 
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